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analog GND

1.0000 V

+/- 1.9999 V DC max

ICL7135 Pin 11 +5V, Pin 1 -5V, Pin 24
digital GND

zeners pA leakage
but protects.

U2B sends a short interrupt pulse to uC which means
'busy' of 7135 has gone from high to low and reading in
counter of uC  is valid, also reset counter to 0 for new
reading next time 'busy' goes high. count the clock and
substract 10,001 from that, you got a reading.

Use Only Low Leakage Multilayer Plastic Capacitors for A-D convertors of Intersil like 7107, 7109, 7106, 7135.

use MFR 1% for all Resistors, 33E means 33 ohms, 22K means 22 kilo ohms and 4K7 is 4.7 K.

'474 CD' means 47 with 4 zeros pF, 470000 pF,  remove 3 zeros 470 nF,  shift decimal 3 places again 0.47uF.

I CL7135 I nt er si l ,  8751- 8031- 8951,  t he c i r cui t  f or  uC chi ps 
ar e not  dr awn as t hey ar e i n ot her  c i r cui t s.  or  see dat asheet s.

del20001.sch 1

Interface 7135 to 8751 to read analog values
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Title

Size Document Number Rev

Date: Sheet of

+5V

+5V

+5V

U1

ICL7135

25
26
2

20
19
18
17
12

13
14
15
16

23
27
28
21

8
7

10
9

4
5
6

3

22

R/H
STRB
REF

D1
D2
D3
D4
D5

B1
B2
B4
B8

POL
OVRNG

UNDRNG
BUSY

CRF+
CRF-
IN+
IN-

INTOUT
AUTO0
BFOUT

ALGCOM

CLK

U2A

4538

2
1

4
5

6
7

16

3

RC
CX

T+
T-

Q
Q

VDD

R

C3

104 CD

U3

8751

21
22
23
24
25
26
27
28

17

16

29
30

11

10

31

19
18

9

39
38
37
36
35
34
33
32

1
2
3
4
5
6
7
8

12
13

14
15

P2.0
P2.1
P2.2
P2.3
P2.4
P2.5
P2.6
P2.7

RD

WR

PSEN
ALE/P

TXD

RXD

EA/VP

X1
X2

RST

P0.0
P0.1
P0.2
P0.3
P0.4
P0.5
P0.6
P0.7

P1.0
P1.1
P1.2
P1.3
P1.4
P1.5
P1.6
P1.7

INT0
INT1

T0
T1

R18

10K

C2
102 CD

C3
102 CD

C12

0.1uF pl

C13

10uF 63V

R1
15K

R2
15K

Z2

5.1V 400mW

C1

104 CD

+

-

U4

LM311

2

3
7

5 6
4 1

8

C9
0.47uF pl

U8

LM336-2.5V

C10
1uF pl

R11
100K

R12
27E

R13
100K

C3

330pF Plastic

D1
1N4148

R15 100K 10T trimpot

1
3

2

R17
4K7

C11
1uF pl

R3
15K

R3
15K

R14
1M

R3

56K

R16

47K

R3
1K

U2B

4538

14
15

12
11

10
9

16

13

RC
CX

T+
T-

Q
Q

VDD

R

R3
33K

Z1

5.1 V 400mW

In - negative

In + positive


